150 HIGGINSON AVENUE - LINCOLN, RI 02865 - Phone (401) 723-7100 - Fax (401) 723-6866
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ELEVATION SECTION

*TW = WALL THICKNESS OF 12" RCP

APPROX. WEIGHT: 1,300 LB

STANDARD SPECIFICATIONS
1. MINIMUM REINFORCEMENT 6x6-W6XW6

2.  MINIMUM CONCRETE COVER OF 2"
3. 5,000 PSI - ZERO SLUMP PORTLAND CEMENT CONCRETE MIX.

NPCA

4. CONFORMS TO RI STANDARD 4.5.0 CERTIFIED PLANT
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ELEVATION SECTION

*T = WALL THICKNESS OF 12" RCP

APPROX. WEIGHT: 1,600 LB

STANDARD SPECIFICATIONS
1. MINIMUM REINFORCEMENT 6x6-W6xW6

2. MINIMUM CONCRETE COVER OF 2"
3. 5,000 PSI - ZERO SLUMP PORTLAND CEMENT CONCRETE MiIX.

NPCA

4, CONFORMS TO RI STANDARD 4.5.1 CERTIFIED PLANT
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ELEVATION SECTION

* T = WALL THICKNESS OF 12" RCP
APPROX. WEIGHT: 1,600 LB

STANDARD SPECIFICATIONS

1.  MINIMUM REINFORCEMENT 6x6-W6xW6
2. MINIMUM CONCRETE COVER OF 2"
3. 5,000 PSI - ZERO SLUMP PORTLAND CEMENT CONCRETE MIX.

NPCA

4. CONFORMS TO RI STANDARD 4.5.2 CERTIFIED PLANT




150 HIGGINSON AVENUE - LINCOLN, RI 02865 - Phone (401) 723-7100 - Fax (401) 723-6866

4'-0" OR 6'-0" SQUARE

MANHOLE OR CATCH BASIN

INTEGRAL TOP SLAB REINFORCEMENT
/_ AS REQUIRED FOR COVER AND LIVE LOAD

| SPECIFY |
| OPENING |

/_ H#A@IIF.

q #4@8 E.F.

b STEPS @ 1'-0" O.C.

I

OPENINGS AS REQUIRED

SPECIFY

5'-0" MAX.

A AL

3'-0" MIN.

4-0" OR 6'-0"

8" OR 9"

N — I~ 2 —_

\

\ \— #5@9 E.W. (TOP)
#4@9 E.W. (BOT.)

STANDARD SPECIFICATIONS
DESIGNED FOR HS20 LOADING.

OPENINGS AS SPECIFIED.
5,000 PS| PORTLAND CEMENT CONCRETE MIX.

CONFORMS TO RI STANDARD 4.3.0

NPCA

CERTIFIED PLANT




150 HIGGINSON AVENUE - LINCOLN, RI 02865 - Phone (401) 723-7100 - Fax (401) 723-6866

PRECAST CONCRETE SUMP
FOR CATCH BASINS

PLAN

| 8" | 4'-0" | 8" |
! " STANDARD CATCH BASIN

T a— 2-#3 CONTINUOUS —/i/aj

L 4x4-W4xW4 (TYP.)

2!_1 w
3!_1 "

MIN.

410"

SECTION

STANDARD SPECIFICATIONS
SMOOTH FORM FINISH.

4,000 PSI PORTLAND CEMENT CONCRETE MIX.

CONFORMS TO RI STANDARD 5.1.0
NPCA

CERTIFIED PLANT






